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EVEREX SYSTEMS, INC.
MAXLOGIC 386/33 (EV-18194)

Processor 80386DX
Processor Speed 33MHz
Chip Set C & T/Suntac
Max. onboard DRAM 32MB
Cache 32/64/128/256KB
BIOS AMI
Dimensions 330mm x 218mm
1/0 Options None
NPU Options 3167
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CONNECTIONS

Purpose Location Purpose Location
Turbo LED J1 Reset switch J4
Keylock J2A Turbo switch J5
Power LED J2B External battery JP11
Speaker 3

Continued on next page . . .

Copyright © 1992, 1993, Micro House International (303) 443-3388. All rights reserved. Including the right of reproduction in any form.



2 The Micro House Encyclopedia of Main Boards

EVEREX SYSTEMS, INC.

MAXLOGIC 386/33 (EV-18194)

USER CONFIGURABLE SETTINGS

.. continued from previous page

Function Jumper Position
i Factory configured - do not alter | JP1 | Unknown
Size Bank 0 Bank 1
1MB (4) 256K x 9 NONE
2MB (4) 256K x 9 (4) 256K x 9
4MB (4) IM x 9 NONE
5MB (4) 1M x 9 (4) 256K x 9
8MB (4) 1M x 9 (4) IM x 9
16MB (4) 4M x 9 NONE
17MB (4) 4M x 9 (4) 256K x 9
20MB (4) 4M x 9 (4) 1M x 9
32MB (4) 4M x 9 (4) 4M x 9

CACHE CONFIGURATION

Size Bank O Bank 1

32KB (4)8Kx 8 NONE (4) 4K x 4
64KB (4) 8K x 8 (4) 8K x 8 (4) 4K x 4
128KB (4)32Kx 8 NONE (4) 16K x 4
256KB (4)32Kx 8 (4)32Kx 8 (4) 16K x 4

CACHE JUMPER CONFIGURATION

Slze

32KB p|n51&2 pins 1&2 pmsl&Z p|n52&3 p|n52&3 Open
64KB pins 2 & 3 pins 1 & 2 pins 1 & 2 pins 1 & 2 pins 2 & 3 Open
128KB pins2 & 3 pins2 & 3 pins 1 &2 pins 1 &2 pins2 &3 Closed
256KB pins 2 & 3 pins 2 & 3 pins2 & 3 pins1 & 2 pins1 & 2 Closed
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