CPU Type Selection

The mainboard can support the Intel 486SX, 487SX, 486DX,
486DX2, 486DX4, 486 OverDrive and Pentium OverDrive. The
table below shows how to the jumper settings for the CPUs:
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Cache JP1 Jr2 JP3 Data SRAM | Tag SRAM | Cacheable

Size Memory

128KB | 1-2 1.2 | open 4 32Kx8 8Kx8 32MB

256KB | 2-3 1-2 | open 8  32Kx38 32Kx8 64MB

256KB | 1-2 1-2 4.5 4 64Kx8 32Kx8 64MB

512KB| 1-2 2-3 4-5 4 128Kx8 32Kx8 128MB

512KB | 2-3 2-3 1-2 8 64Kx8 32Kx8 128MB
iMB| 23 23 34 8 128Kx8 64Kx8 128MB

or 128Kx8

SX [ DX, [ P24 [ sL | sL | Me [ M7 | P24aD DX4 AMD | AMD | AMD | AMD
oxz2| T |sx| DX DXL | SXL | Dx sX
DX2 PLUS | PLUS
JPT 12 [45] 45 [23[23] 45 45
JPg |23 [ 12|12 2312 {2312 | 12 12 12 [ 23 1.2 2.3
4-5
JPY 23 (23] 23 (1212 23 2.3 58 23 23
34 [ 54 56
56 | 56 56 |56 5-5 56
JP10 12| 12 2.3 1.2 78 | 78 78 78
45 56|56 45
78 |78 |78 |78 78 78 78
JP11 [ 56 [ 56 [ 12 (56 56 | 23| 2.3 | 56 5% 34 | 34 55 56
56 55 | 56 67 | 67
JP12 34 | 23 34 34 34 34 1-2 12 3% 67
67 (67| 56 |67| 67 [ 67| 67| 58 6.7 34 | 67 6-7
6-7
JP13 12 |45:3X 23 23
56 :2.5X
7-8:2X
JP14 23] 23| 12 34 34
34 |34 34 |45 34 34
6-7 | 67
JP15 [ 23 [ 23 [ 12 {23 23 [ 12| 12| 23 23 23 | 23 23 23
45 | 45|45 |45| 45 (56|56 | 45 45 45 | 4s 4.5 45
20MHz 25MHz 33MHz 40MHz 50MHz
JP18 open 1-2 1-2 open open
JP19 1-2 open 1-2 open 1-2
JP20 1-2 1-2 open 1-2 open

VESA Identifier Jumpers

JPS

1-2: 0 wait state

2-3: 1 wait state

JP 6

1-2 : <=33 MHZ

2-3:>33MHZ
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